FL 1” Rear Lowering Kit Instructions

For 2002-2008 HD FL Models
1.) Uninstall Saddlebags.

2.) Place a stand or jack under the motorcycle frame. Make sure stand or jack is centered. Raise motorcycle slowly and check for stability. Raise until the weight is off the rear tire.

3.) Uninstall both shocks.

4.) Motorcycle stand or jack now needs to be lowered 1 – 1 ½” for lowering kit to be installed, and for proper clearance of the exhaust.

5.) Install lowering kit over existing shock mount so that the countersunk hole is visible on the outside of the swingarm.
Note: We recommend applying Loctite to all fasteners during installation.

6.) Install 1 ½” flat head bolt into shock mount and torque to 35 ft lbs.

7.) Slide provided lock washer and then flat washer over the 3” long hex head bolt. Slide the bolt through the shock eye, and then place the provided steel spacer over the bolt and thread into lowering kit.  Do not tighten completely yet. Repeat for both sides.
8.) Install 2 ½” bolt through top of shock using existing washers. Place ¼” thick aluminum spacer between shock and upper mount. Thread into mount and torque to 35 ft lbs. Torque the lower shock bolts at this time as well.
9.) After completed installation you must verify that the rear fender is centered with the tire. Stand at the rear of the bike and measure the gap between the tire and the rear fender on the left and make sure that is the same distance on the right. If not, then proper shimming must be done with the spacers provided to align the tire to the center of the fender.

In some cases it might be necessary to install spacers to the top of the saddlebag mounts to install bags. Shock boot may touch swingarm after kit is installed; this will not affect the installation. One-inch lowering kits are recommended for FLHT models, 2-Up riding, along with HD lower shocks. Do not exceed motorcycle manufacturer’s suggested weight limits. It will be necessary to add air to rear shocks according to weight and riding style.
WARNING:  Installing a lowering kit will decrease initial ground clearance. The motorcycle will be lower to the ground and care should be taken to avoid bottoming, especially over bumps or in turns. To maintain proper balanced geometry, the front and rear of the motorcycle should be lowered equally. Failure to properly install the lowering kit and operate the motorcycle after installation may result in serious injury or death to the rider. 

LIMITED GUARANTY:  Because we cannot control the application of our products, buyer assumes risks for any and all damage caused to him or herself or any third party by virtue of any failure of these parts. Guaranty for such parts is limited to our replacement costs thereof. This guaranty is in lieu of all other guaranties or warranties express or implied, and all other such guaranties or warranties are hereby expressly disclaimed. By installation of these parts, buyer irrevocably agrees to the foregoing.
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